KNRecvyocLerrRoves ™

-.-at Tormmy Nobis Center
Date: 07-01-2011
Approved: 2. giles Required Personal Protective Equipment Check List (see note 1)
. ANSI-Approved| ANSI-Approved . : Hearing Ng5 Sleeve Tyvek
Postion item Safety Glasses| Steel Toe Shoes Metatarsal Ocmam. Face Shield |  Gloves - Style Protection * | Respirator | Protectors Suit
N : . : * Required when handling Required: Mip Light »
i 1 Sorting Regquired Reguired high or unstable loads No Duty No No No No
_— ) . * Required when handling Required: Mip Light .
2 Fork Lift Driver Reguired Reguired high or unstable loads No Duty No No No No
) . * Required when handling .
3 HD Wipe Reguired Required high or unstable loads No Optionai No No No No
, . * Required when handling .
4 Refurb (PC/LCD) Required Required high or unstable loads No Optional No No No No
. ' * Required when handling Regulred: Min Light "
5 Inventory Required Required high or unstable loads No Duty No No No No
. ' * Required when handling .
6 Ebay Cage Required Required high or unstable loads No Optional No No No No
. ; . . * Required when handling Requirgd: Min Light HCP:
7 Shredding Operation Required Required high or unstable loads No uty Volun n No No No
Required when handii
. . * Requi en handling Reguired: Cut - ‘
Shredding Machine Cleaning| quiire eq ;
7A Required Required high or unstable loads No Reslptant GI No No Regquired No
. . ) . * Required when handling Required; Min Light HCP:
8 Baling Machine Required Required high or unstable loads No Ditty Voluntary * No No No
_ ' * Required when handiing Required: Cut HCP: .
9 Glass Wash Machine Operation Required Required high or unstable foads No Regiatant Gi Voluntary * Required No No
. . * Required when handling Regulred: Cut HCP- . ‘
Gless Wesh Maintenance | g ) Resistant GI _ . quired q
9A Required Required high or unstable loads No Volunta Reguire No Required
‘ . * Required when handling Reguired: Cut Required .
10 Georgia Power Meter Disassembly Required Required high or unstable loads No Resistant G (see note 2 No Required No
11 HVAC Line Reauired Requreg | "[iodured when handing |, psauleg, No* No Reauired | No
12 Dismanting: %ammm@. non-glass Reguired Required Required No mmE_q : m: No* No Required No
12A Dismanging: oisss break|  Required Reguired Reguired Required mg_ﬁnbpﬁ __ e No* No Required No
13 Supervisor Required Required No No No No* No No No

Notes: Additional or more restrictive PPE may be required by department Supervis

ors amvm:a_:m on the work being performed.

ly

Note 1: The occasi
only for immediate

onal removal of PPE is permissible for ve
short term use! If frequent use of this exception is mad
sther high-noise operation in process, use of hearing protection is optional

ry short term pu

rposes; ie gloves may be removed to do detail work, glasses may be removed to aid vision, but
e, the procedure or the PPE must be reviewed. Note 2- If saws are not operating and there is no
- Hearing-impaired employees may be exempted in writing from hearing protection requirements.

' Hearing Protection is always required during high-noise operations.







